FD113-ZU(K) O PRessuRe SareTy CONTROLS

The FD113 Qil Pressure Safety Control senses the effective oil
pressure on pressure lubricate compressors. Ifinadequate oil
pressure exists, atime delay is energized. Ifthe oil pressure
doesnotrecoverto safe levels withinthe time delay setting, the
compressoris shutdown. Thetime delay allows the compressor
adequate time to establish oil pressure on start up and avoids
nuisance shutdowns on pressure drop of short duration during
theruncycle.

Maximumapplicationflexibility isassured by providingan
adjustable differential pressure switchwhich canbe adjustedto
the compressor’s minimumrequired oil pressure needsandan
adjustable electronictime delay whichallows youto selectthe
length oftime the compressor runs below the minimum
pressure before shutdown. The minimum pressure settingand
time delay values specified by the compressor manufacturer
should be usedwhen installingthe FD113 control.

FEATURES

¥ Pressure Range adjustable from 4 to 65 PSID; Timer start
pressure—timer stop pressure is 3 PSID above timer start
pressure
% A SPDTswitchisusedinthe pressure portion of the control
whichallows the addition ofa “safe light” if desired
Y¢ Electronic Timeris Time-Adjustable from20to 150 seconds
Supplyvoltage—2410240VoltAC/DC; Timing
unaffected by voltage orambienttemperature variations
“ ASPDTManual Reset Switchisusedinthe Timer Module;
Upontime-out, the compressoris stopped and analarm
circuitisenergized; Torestartthe compressorand de—
energize the alarm circuit, the reset button is pushed
Y¢ Afactoryinstalled Jumperallowsthe FD113to be powered
fromasingle power source; Should separate circuits be
desired forthe timerand “Lockout” switch, the Jumper can
beremoved

SPECIFICATIONS

“ Agencyapprovalsinclude: UL/CUL file #E85974,
VDE0631/0660, TUV, CE73/23/EWG, CE 93/68/EWG
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Atypical 3 wire hookup with the [

factory installed jumper.
COMPRESSOR

Adjustable Adjustable Supply Pressure REPIACES
PCN | Part Number | Pressure Range| Time Delay Voltage Connection Penn Copeland Ranco
P45NCA-12
P45NCA-82 P30-5826
(2) 36" P28AA-1,-2 P30-3601
097456 FD113-ZUK 2010 150 24 t0 240V capillary with P28AA-17,-18 085-0062-00 P30-3701
4-65PSID seconds AC/DC 1/4” flare nut P28DA-1 P30-3801
P28GA-2
P28NA-5
Factory-setat P128AA-1,-2,-3
097464 FD113-2U 120seconds (2) 174" maleflare’ P145NCA-12,-82 P30-5827
P145NCR-12 -82
Standard Product Offering * Product Code Number ! Forapplications where the condensing unit/control is exposed to temperatures below 20°F, 1/4” lines are recommended.
192 EmersoN CLIMATE TECHNOLOGIES






